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Description 


The ».PD70008 and u.PD70008A are power saving, high 
performance, general purpose 8-bit microprocessor. It 
is a CMOS-process part with a standby mode that 
greatly reduces power consumption. 


Features 


High performance »PD780 instruction set 
Instruction cycle: 

tus at 4 MHz (uPD70008, ».PD70008A-4) 
0.66 us at 6 MHz (uPD70008A-6) 

C] Direct addressing of up to 64 K bytes of memory 
Memory refresh function 

QO Itnterrupt functions: 

— Maskable external interrupt (INT) 

— Nonmaskable external interrupt (NMI) 
{] Low-power standby mode (HALT) 

O CMOS standby mode (HALT) 

QO) Single power supply 


























Ordering Information 














Part Max Frequency 
Number Package Type of Operation 
uPD70008C 40-pin plastic DIP 4 MHz 
pPD70008AC-4 40-pin plastic DIP 4 MHz 
uPD70008AC-6 40-pin plastic DIP 6 MHz 
uPD70008AG-4 44-pin plastic miniflat 4 MHz 
uPD70008AG-6 44-pin plastic miniflat 6 MHz 
uPD70008AL-6 44-pin PLCC 6 MHz 

Absolute Maximum Ratings 

Ta = 25°C 

-0.3Vto +7V 


Power supply voltage, Vpp 





=0.3V to Vpp +0.3V 
~0.3V to Vpp +0.3V 


Input voltage, Vin 
Output voltage, Vo 


Operating temperature, Topr 
vPD70008 
uPD70008A 


Storage temperature, Tstg 








— 10°C to +70°C 
—45°C to +85°C 


— 65°C to +150°C 





Comment: Exposing the device to stresses above those listed in Abso- 
lute Maximum Ratings could cause permanent damage. The device is 
not meant to be operated under conditions outside the limits de- 
scribed in the operational sections of the specification. Exposure to 
absolute maximum rating conditions for extended periods may affect 
device reliability. 


Pin Configurations 


40-Pin Plastic DIP 
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uPD70008/A 

Pin Identification 

40-Pin Plastic DIP 44-Pin Plastic Miniflat 

No. Symbol Function No. Symbol Function 

15 Aq Ans Address bus, high bits, outputs 40-44 An-Ats Address bus, high bits, outputs 

6 CLK Clock input 1 CLK Clock input 

7-10 Dg-Dg Data bus, bits 3-6, inputs /outputs 2-5 D3-Dg Data bus, bits 3-6, inputs /outputs 

"1 Vop Power supply 6 Vop Power supply 

12 Do Datra bus, bit 2, input/output 7 Do Datra bus, bit 2, input/output 

13 D7 Data bus, bit 7, input /output 8 D7 Data bus, bit 7, input /output 

14, 15 Do, Dy Data bus, bits 0, 1, inputs /outputs 9-10 Do, Dy Data bus, bits 0, 1, inputs /outputs 

16 iNT Interrupt input 2 iNT Interrupt input 

7 NMI Nonmaskabie interrupt input 13 NMI Nonmaskable interrupt input 

18 HALT Halt / standby mode output 14 HALT Halt / standby mode output 

19 MREQ Memory request output ale) MREQ Memory request output 

20 jORQ 1/0 request output 16 ioRO 1/0 request output 

24 RD Read strobe output 18 RD Read strobe output 

22 wR Write strobe output 19 WR Write strobe output 

23 BUSAK Bus acknowledge output 20 BUSAK Bus acknowledge output 

24 WAIT Wait input 24 WAIT Wait input 

25 BUSRO Bus request input 22 BUSRO Bus request input 

26 RESET Reset input 23 RESET Reset input 

27 M1 Machine cycle 1 output 24 Mi Machine cycle 1 output 

28 AFSH Refresh request output 25 RFSH Refresh request output 

29 GND Ground 26 GND Ground 

30-40 Ag-Ato Address bus, !ow bits, outputs 28-32, 34-38 Ag-Ato Address bus, low bits, outputs 
7 IC Internally connected 

Pin Functions 11, 33, 39 NC Nat connected 


A15~Ag (Address Bus) 


These three-state output pins form a 16-bit address bus 
for addressing memory or peripheral devices. The ad- 
dress bus enters the high impedance state when bus 
acknowledge is active. In the standby mode, these pins 
output high- or low-level signals. 


D7-Do (Data Bus) 


These three-state pins form an 8-bit bidirectional data 
bus. On this bus data is transferred between the 
uPD70008/A and memory or peripheral devices. This 
bus enters the high impedance state when bus ac- 
knowledge is active. In the standby mode, these pins 
are high-level. 


INT (Interrupt) 


This pin is an active-low interrupt input which can be 
masked by software. NMI has a tower priority than NMI 
and BUSRQ. INT releases the standby mode. 
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NMI (Nonmaskable Interrupt) 


This pin inputs an interrupt which is not maskable by 
software. NMI is active-low in the .PD70008, and is fall- 
ing edge triggered in the ,.PD70008A. NMI has a higher 
priority than INT, but a lower priority than BUSRQ and 
RESET. NMI releases the standby mode. 








MREQ (Memory Request) 


This three-state pin is an active-low output. The 
yuPD70008/ A asserts MREQ to indicate that the informa- 
tion on the address bus is a memory address. This pin 
enters the high impedance state when bus acknowl- 
edge is active. MREQ is inactive (high) in the standby 
mode. 
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Pin Functions (cont) 


1ORQ (I/O Request) 


This three-state pin is an active-low output. The 
pPD70008/A asserts IORQ to indicate that the informa- 
tion on the address bus is a peripheral device address. 
tORQ is also asserted during a maskable interrupt serv- 
ice to request the interrupting device to output its inter- 
rupt vector to the data bus. This pin enters the high 
impedance state when bus acknowledge is active. 
IORQ is inactive (high) in the standby mode. 





RD (Read Strobe) 


This three-state active-low output provides a read strobe 
for the memory and peripheral devices. The pin enters 
the high impedance state when the bus acknowledge is 
active. RD is inactive (high) in the standby mode. 


WR (Write Strobe) 


This three-state active-low output provides a write 
strobe for the memory and peripheral devices. This pin 
enters the high impedance state when bus acknowl- 
edge is active. WR is inactive (high) in the standby 
mode. 


BUSRQ (Bus Request) 


This is an active-low input. Peripheral devices assert 
BUSRQ to request the p.PD70008/A to release control of 
the address bus (A45-Ag), data bus (D7-Dg) and control 
bus (MREQ, JORG, RD and WR) and assert bus acknowl- 
edge. BUSRQ has a higher priority than either INT or 
NMI, but is lower in priority than RESET. BUSRQ will 
temporarily suspend the standby mode. The p.PD70008/ 
A leaves standby mode when BUSR@ is asserted, but 
returns to the standby mode when BUSR@ is released. 








BUSAK (Bus Acknowledge) 


This active-low output indicates that the data_bus 
(D7-Dp}, address bus (A15~Ag), and control bus (MREQ, 
1ORQ, RD and WR) have entered the high impedance 
state. This releases the buses from CPU control and 
makes them available to the peripheral devices for data 
exchange. This state cannot be released by NMI or INT, 
but responds only to RESET or the release of BUSRQ. 








HALT (Halt/Standby Mode) 


This active-low output is asserted after the halt com- 
mand has been executed and indicates that the 
y»PD70008/ A has entered the standby mode. 


WAIT (Wait) 


This pin is an active-low input. Memory and peripheral 
devices assert this signal to increase read or write ac- 
cess time. When WAIT is asserted, the .PD70008/A in- 
serts wait states (TW) into the machine cycle until WAIT 
is released. 


RESET (Reset) 


This active-low input is used to reset the pPD70008/A. 
The standby mode is released on Reset. Reset has the 
highest priority. 


INTI < NMi < BUSRQ < RESET 





RFSH (Refresh Request) 


This pin is an active-low output. The ~.PD70008/A as- 
serts RFSH to trigger the external memory refresh oper- 
ation. When RFSH is tow, the lower seven bits of the 
address bus (Ag-Ap) are a refresh address. This pin is 
inactive (high) in the standby mode. 





Mi (Machine Cycle 1) 


This pin is an active-low output. When M1 is asserted, it 
indicates that the .PD70008/A is in the opcode fetch cy- 
cle, M1. 


CLK (Clock) 
This pin is the system clock input. 


Vpp (Power Supply) 
This pin is the +5 V power supply input. 


GND (Ground) 
This pin is the ground pin. 
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Block Diagram 















Intemal Data Bus (8) 












CPU Hold Standby 
Control Control 








DC Characteristics 
uPD70008: Ta = — 10°C to +70°C, pPD70008A: Ta = — 40°C to +85°C, 
Vpop = +5V+10% 


Limits Limits 















































oe ns Test pe reurarr is ene Test 

Parameter Symbol Min Typ Max Unit Conditions Parameter Symbol Min Typ Max Unit Conditions 
Input voltage = Vinq 2.2 Vop Vv Except CLK, Supply current 
high RESET (Note 1) 

Ving Vpp—0.6 Vpp+0.3 V CLK, RESET vPD70008 Ipp1 10 30 mA toy«=0.25 us 
Input voltage = Viz -0.3 0.8 Vv Except CLK, 'no2 id PA. Joe teoue 
low RESET xPD70008A-4 Ipp; 9 20 mA teyK=0.25 us 

Viz = -0.3 0.45 VV CLK, RESET lpp2 80 240 pA toyn=0.25 us 
Output voltage Voy 2.4 Vs lop =—400 pA uPD70008A-6 Ipp; 14 30 mA toyk =0,165 ys 
high Ipp2 120 360 pA toyx=0.165 us 
Output voltage Vo. 0.4 Vo lol =2.5mA Note: 
low (1) Ipp1 is normal operating current. 
Input leakage = ILIH 10 pA Vi=Vpp lpp2 is standby mode current. 
current high 
Input leakage Ii. -10) pA Vin=0V 
current low 
Output leakage toy 10 vA Vo=Vopp 
current high 
Output leakage = Ito -10 pA Vo=0V 
current low 
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uPD70008/A 
Capacitance AC Test Points 
Ta = 25°C, f¢ = 1MHz as | 
Limits T RESET, CLK 
fest a) 3 

Parameter © Symbol Min Typ Max Unit _—_Conditions Yoo sce Von 06V 
Capacitance O.45V 0.45V 
Input C 5 pF (Note 1) OUTPUT, INPUT 
capacitance 4 22V 22V 
capacitance 0.45 

08V 08V 
|/O capacitance Cig 10 pF (Note 1) oe 
Note: 


(1) Allunmeasured pins returned to 0V. 
















































































AC Characteristics 
yuPD70008: T, = — 10°C to + 70°C, »PD70008A: Ta = — 40°C to +85°C, Voc =5V 410% 
Limits 
-PD70008/A-4 yPD70008A-6 Test 
Signal Parameter Symbol Min Max Min Max Unit Conditions 
CLK Clock period toyK 0.25 (Note 1) 0.165 (Note 8) us 
Clock pulse width high tkkH 0.11 200 0.065 200 us 
Clock pulse width low tkKL 110 2000 65 2000 ns 
Clock pulse rise and fall time typ. tke 30 20 ns 
Ats-Ag Address output delay tDKA 110 90 ns C= 100 pF 
Address delay to float teKa 90 80 ns C_ =100 pF 
Address stable prior to MREQ, tsam (Note 2) (Note 9) ns C, =100 pF 
memory cycle 
Address stable prior to iQRQ in — tga) toyk-70 (Note 10) ns CL =100 pF 
1/0 cycle 
Address stable from RD, WR, tHRA (Note 3) (Note 11) ns C =100 pF 
1ORQ, MREQ 
Address stable fram RD, WR teca (Note 4) (Note 12) ns C, = 100 pF 
during float 
D7-Dp Data output delay toxo 180 130 ns C_ =100 pF 
Delay to float during write cycle — texp 90 80 ns Ci = 100 pF 
Data setup time to CLK during M1 tspKR 35 30 ns C, =100 pF 
cycle 
Data setup time to CLK during M2 tspxF 50 40 ns C, = 100 pF 
to M5 cycles 
Data stable prior to WR (memory — tsmpw toy«— 170 (Note 13) ns C, =100 pF 
cycle) 
Data stable priar to WR (1/0 tsipw tree +txp - 170 (Note 14) ns C_=100 pF 
cycle) 
Data stable from WR teco (Note 5) (Note 15) ns C_ = 100 pF 
WR WA delay from CLK tto WR low —toxrwe 65 60 ns 
WR delay from CLK 4to WR low —toKeEWL 80 70 ns 
WR delay from CLK 4 to WR high = toxewa 80 70 ns 
WR low pulse width twwi teyx-30 (Note 18) ns 
Mt Mi delay from CLK tto MT low —tpxmae 100 80 ns C_=100 pF 
Mi delay from CLK ttoMihigh —toxwiy 100 80 ns C_=100 pF 
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AC Characteristics (cont) 
uPD70008: Ta = — 10°C to +70°C, uPD70008A: Ta = — 40°C to +85°C, Vop =5V + 10% 




















































































































Limits 
uPD70008/A-4 uPD70008A-6 oe 7 
Signal Parameter Symbol Min Max Min Max Unit Conditions 
RFSH RFSH delay from CLK tto RFSH = tpxaFL 130 110 ns CL=100 pF 
low 
RFSH delay from CLK ttoRFSH —toxrrH 120 100 ns CL =100 pF 
high 
WAIT WAIT setup time to CLK + towrk 70 60 ns 
HALT HALT delay from CLK $ toKHT 300 260 ns CL =100 pF 
‘INT “INT setup time to CLK t tsitk 80 70 ns 
NMI NMI iow pulse width tNNL 80 70 ns 
BUSRO BUSRO setup time ta CLK 4 tsBok 50 50 ns 
BUSAK BUSAK delay fram CLK ¢ to toxrBA 100 90 ns C_=100pF 
BUSAK low 
BUSAK delay from CLK 4 to toKFBA 100 90 ns CL =100 pF 
BUSAK high 
RESET RESET setup to CLK tspsk 60 60 ns 
Other Delay to float (MREQ, 10R0, RD, —texe 80 70 ns 
WR) 
M1 stable prior to TORG (interrupt —tsy4ii (Note 7) {Note 19) ns 
acknowledge) 
Hold time for setup time ty 0 0 ns 
MREQ HEED delay from CLK 4to MREQ = toxeML 85 70 ns Cy. =100 pF 
low 
MREQ delay from GLK tto MREQ = tpxrmH 85 70 ns C= 100 pF 
high 
MREQ delay fromCLK}MREQ —toKeMH 85 70 ns C_ =100 pF 
high 
Pulse width MREO low tue toyk—30 (Note 16) ns CL = 100 pF 
Pulse width MREO high tMMH (Note 6) (Note 17) ns Cy = 100 pF 
Tord JOR delay from CLK tto ORO tori 75 65 ns C_ =100 pF 
low 
TORQ delay from CLK ¥to1ORQ — tox FIL 85 70 ns C= 100 pF 
low 
TORO delay from CLK tto ORO —tpxriy 85 70 ns C_=100 pF 
high 
TORQ defay from CLK ¢tol0RQ = tpxFiH 85 70 ns C_=100 pF 
high 
RD RO delay from CLK ttoRD iow —tpxrr 85 70 ns CL=100 pF 
RD delay fromCLK $toRDiow — tore. 95 80 ns Ci. =100 pF 
RD delay from CLK ttoRDhigh —toxarH 85 70 ns CL =100 pF 
RD delay from GLK 4to RD high ~—toxFRH 85 70 ns CL=100 pF 
Note: (7) toma = 2tovk +tkkH +tke — 65 (14) tsiow = tkxL +tkr — 140 
() Tevk = (kkH +tkkL +tke +tke 8) tovk=tkkH +tkki +tkr +tke (15) tecp =tkk tir — 55 
2) team = tkkH +tkF — 65 (9) tsam=tkky +tke — 50 (16) tum = teyK — 30 
(@) tHRA=tkkL +tHR— 50 (10) tsai=teyK — 55 (17) tumy = tkkH +tke ~ 20 
(4) troa=tkKL +tkA— 45 (1) tHra=tkk. +tkr 50 (18) twa = tovK - 30 
8} trop=tkk +tkr ~ 70 (12) teca=tkki ttkr — 40 (19) tem = 2tevKk +tkkH +tkr — 50 


(6) tumy =tkkH +tkr - 20 
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(13) tsmpw = tcyK — 140 


uPD70008/A 





Timing Waveforms 
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Register Configuration 
Program Counter (PC) 


The 16-bit program counter contains the address of the 
next instruction to be fetched and executed. It is set to 
OOOOH at reset. 


Stack Pointer (SP) 


The 16-bit stack pointer stores the first address of the 
portion of main memory used as a LIFO stack. SP is de- 
cremented when a CALL or PUSH is executed, or when 
an interrupt occurs. It is incremented when a RET, POP, 
or interrupt return is executed. 


Index Registers (IX, IY) 


These two 16-bit registers are used to perform indexed 
addressing. 


Accumulators (A, A’) 


The »PD70008/A has two 8-bit accumulators: the main 
accumulator (A) which is used to perform arithmetic 
and logic operations, and an alternate accumulator (A’). 
The contents of the main and alternate accumulators 
can be exchanged using the (EX) instruction. The alter- 
nate accumulator can be used for background opera- 
tion, or to save the data in the main accumulator when 
an interrupt is processed. 


Flag Registers (F, F’) 


The »PD70008/A has two &-bit flag registers: main (F) 
and alternate (F’) of the format shown in figure 1. The 
main flag register (F) has the status flags resulting from 
normal operation. The contents of the main and alter- 
nate registers can be exchanged using the exchange 
(EX) instruction. The aiternate (F’) register can be used 
for background operation, or to save the state of the 
main flag register when an interrupt is processed. 





Figure1. Flag Register Format 
7 Q 
Ts Tz [= Joc] - [ew] s for) - 





Addition/Subtraction 
Parity/Overtlow 
Auxiliary Carry 
Zero 
Sign 
83-003889A 
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General Purpose Registers 


The »PD70008/ A has twelve 8-bit general purpose regis- 
ters: six main registers (B, C, D, E, H, and L) and six alter- 
nate registers (B’, C’, D’, E’, H’, and L’). Each register can 
be used individually as an 8-bit register, or can be used 
in pairs as 16-bit registers (BC, B’C’, DE, D’E’, HL, and 
H’'L’). 

The main registers are used when instructions are exe- 
cuted normally. The contents of the main and alternate 
registers are exchanged using the EX instruction. The 
alternate registers may be used for background opera- 
tion or to save the contents of the main registers when 
an interrupt is processed. 


Interrupt Page Address Register (I) 


This 8-bit register is used to generate addresses in 
maskable interrupt mode 2. See figure 2. These ad- 
dresses are used with externally input data to reference 
an interrupt start address table. 


This register is cleared to OOH at reset. 


Figure 2. Interrupt Reference Address 
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Memory Refresh Register (R) 


This 7-bit register retains the refresh address for the ex- 
ternal dynamic memory. The contents of this register 
are automatically incremented in each opcode fetch 
(M1) cycle. The contents of this register are output on 
the lower 7 bits of the address bus (Ag-Ap). 


This register is cleared to 00H at reset. 


Timing 


This section describes read and write timing for mem- 
ory and I/O devices in connection with CPU operation 
timing. A single clock cycle (from one leading edge to 
the next) is defined as one timing state. The nth state is 
represented as Tn. A single instruction consists of two 
to six machine cycles. A single machine cycle requires 
three to six timing states. The nth machine cycle is rep- 
resented as Mn. 


Table 1 lists the number of states normally required by 
each cycle. 
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Table 1. Timing States per Cycle 











Number of States 
Cycle per Machine Cycle 
Opcode fetch 4 
Memory read 3 
Memory write 3 
1/0 read 4 
1/0 write 4 


The four states for 1/O read and write include a single 
wait state (TW). The .PD70008/A inserts one wait state 
in every I/O read or write. Slower external devices may 
assert the WAIT signal to request longer read and write 
access times. This time will be added to the original 
number of clock states. The WAIT signal is monitored 
on the trailing edge of clock state T2. If WAIT is as- 
serted, a wait state (TW) is generated. The n»PD70008/A 
continues to monitor WAIT on the clock’s trailing edge, 
and supplies additional wait states a long as that signal 
is asserted. When WAIT is released the pPD70008/A 
proceeds to the T3 state. 





Figure 3. Opcode Fetch Cycle 
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Opcode Fetch Cycle 


The first machine cycle of each instruction, M1, is the 
opcode fetch cycle. See figure 3. The opcode is fetched 
from memory during the first half of this cycle, and the 
dynamic memory is refreshed during the tatter half. 


The memory outputs the opcode to the data bus when 
MREQ, RD, or M1is asserted. It is then read into the CPU 
at the leading edge of clock state T3. 


The CPU outputs a refresh address onto Ag-Ao during 
T3. It is applied to the dynamic memory when RFSH or 
MREQ are asserted. 





Memory Read Cycle 


The memory contents are read out to the data bus when 
MREQ or RD is asserted. The n.PD70008/A reads data 
from the data bus on the trailing edge of T3. See figure 4. 





Memory Write Cycle 


Write data is output to the data bus between the last 
half of state T1 of the current machine cycle and the first 
half of state T1 of the next cycle. It is written to memory 
when WR or MREQ is asserted. See figure 5. 


Figure 4. Memory Read Cycle 
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Figure 5. Memory Write Cycle 











Write Data 








1/0 Read Cycle 


The contents of an I/O device are read out to the data 
bus when IORQ or RD is asserted. The .PD70008/A 
reads the data bus on the trailing edge of the T3 clock 
state. See figure 6. To compensate for I/O devices with 
longer access times, the ~.PD70008/A generates one 
wait state (TW) regardless of the condition of the WAIT 
signal. To extend the access time, the CPU must detect 
the WAIT signal asserted at the falling edge of TW. 








1/0 Write Cycle 


Write data is output to the data bus between the last 
haif of state T1 of the current machine cycle and the first 
half of T1 of the next machine cycle. It is written to an 
1/O device when IORG or WR is asserted. As in the I/O 
read cycle, one wait state is automatically inserted in 
the I/O write cycle. See figure 7. The WAIT signal is used 
to insert additional wait states in the I/O write cycle in 
exactly the same way as in the read cycle. 
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Figure 6. 


1/0 Read Cycle 
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Figure 7. 1/O Write Cycle 














§3-003895A 





NEC 


uPD70008/A 





Bus Request State 


The bus request causes the «PD70008/A address bus 
(A15~Ag), data bus (D7-Do), and control bus (MREQ, 
IORQ, RD, and WR) pins to enter the high impedance 
state.This makes the buses available to external de- 
vices for DMA access. 


The bus request state is controlled by the bus request 
(BUSRQ) signal. See figure 8. The .PD70008/A detects 
BUSR@ at the rising edge of the last state of each ma- 
chine cycle. If it is active (low) the «PD70008/A does not 
move on the next machine cycle, but enters the bus re- 
quest state. The uPD70008/A asserts BUSAK to indi- 
cate that the BUSRQ signal has been received, and the 
three buses have entered the high impedance state. 





BUSRQ is checked at the rising edge of all clock states. 
When it becomes inactive the ».PD70008/A leaves the 
bus request state, and proceeds to the next cycle. 


BUSRQ temporarily suspends the standby mode. When 
BUSROQ is asserted, the »PD70008/A leaves the standby 
mode and enters the bus request state. When BUSRQ is 
released the «.PD70008/A returns to the standby mode. 


Interrupts are disabled during the bus request state. 





Interrupts 


The wPD70008/A has two types of interrupt: maskable 
(INT) and nonmaskable (NMI). The nonmaskable inter- 
rupt request cannot be masked by software. It will be ac- 
knowledged unless the ~PD70008/A is in the bus 


Figure 8 Bus Request State 








Control Bus 





request state. The maskable interrupt can be masked by 
software. It is controlled by setting or resetting the inter- 
rupt enable flip-flop (IFF) using the El or DI instructions. 
INT has a lower priority than the nonmaskable interrupt. 
The maskable interrupt will therefore not be acknowl- 
edged if there is a nonmaskable interrupt, or if the 
»PD70008/A is in the bus request state. 


INTI < NMI < BUSRO < RESET 


Nonmaskable Interrupt Operation 


The fatling edge of NMI always sets the nonmaskable 
interrupt flip-flop. The ~«PD70008/A checks the flip-flop 
at the rising edge of the last clock state of an instruc- 
tion. If it is set, the »«PD70008/A transfers control to the 
nonmaskable interrupt service routine. The interrupt 
process starts at the opcode fetch cycle, (M1, 5 states) 
but the opcode fetched at this point is ignored. The con- 
tents of the PC are stored on the stack in the next two 
machine cycles (M2, 3 states and M3, 3 states). At the 
same time, the address 0066H is loaded into the PC, and 
the state of the interrupt enable flip-flop is saved to an 
exclusive flip-flop. The entire interrupt routine requires 3 
machine cycles (11 states). The contents of the PC and 
IFF are restored by the execution of the RETN instruc- 
tion at the end of the interrupt procedure. 








3-13 





uPD70008/A 


Maskable Interrupt Operation 


Maskable interrupts are processed in three modes. In 
each mode, the INT signal is detected at the rising edge 
of the last clock state of each instruction. The M1 in- 
struction specifies which mode is to be used. 


Mode 0. In this mode, the data placed on the bus by the 
interrupting device is treated as an instruction. It is 
fetched in the opcode fetch cycle (M1, 7 states) and exe- 
cuted. The instruction used in this mode is usually a 
CALL (3 bytes) or RST (1 byte). 


If a t-byte RST instruction is executed, the contents of 
the PC are saved to the stack. A fixed address specified 
by the opcode is loaded into the PC during the next M2 
(3 states) and M3 (3 states). The execution of this inter- 
rupt requires 3 machine cycles or 13 states. 


If a3-byte CALL instruction is executed, the second and 
third bytes are fetched during the M2 and M3 cycles (3 
states each). During M4 and M5 (3 states each), the con- 
tents of the PC are saved to the stack and the second 
and third bytes of the CALL instruction are loaded into 
the PC. This interrupt requires 5 machine cyces and a 
total of 19 clock states. 


Mode 1. in this mode, the data fetched during Mi (7 
states) is ignored, and the »PD70008/A proceeds to the 
next cycle. During the M2 and M3 machine cycles (3 
states each), the contents of the PC are saved to the 
stack and replaced by the interrupt address 0038H. This 
interrupt requires 3 machine cycles or 13 states. 


Mode 2. In this mode, the data fetched from the inter- 
rupting device and the contents of the interrupt page 
register (I) are used to reference an interrupt start ad- 
dress table. Program execution jumps to the 16-bit ad- 
dress referenced by the table. See figure 9. The data is 
fetched during the opcode fetch cycle (M1, 7 states). 
During M2 and M3(3 states each) the contents of the PC 
are saved to the stack. During the M4 and M6 cycles, (3 
states each) the table is referenced and the contents of 
the table location are loaded into the PC. This interrupt 
requires 5 machine cycles or 19 states. 


Standby Mode 


The yPD70008/A is provided with a standby mode 
(HALT). In the standby mode, power consumption is ap- 
proximately 2% of normal operating power consump- 
tion. The standby mode is set by executing the HALT 
instruction. 


In the standby mode, the state of the »PD70008/A is re- 
tained. The contents of all registers and the state of all 
flags are retained as well. Clock signals are supplied 
only to indispensable circuits in the .PD70008/A to min- 
imize power consumption. 
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Figure 9. Interrupt Address Table 
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Interrupt 
Service Routine 








83-003897A 





External operations such as memory access and mem- 
ory refresh are not performed in the standby mode. 


Table 2 shows the state of each output pin in the 
standby mode. 








Table 2. Standby Mode 

Pin Status 

Data bus High level, pulled up through internal 
07-Do resistance 

Address bus High or low level signals 

Ats~Ag 

Controlbus— High level (inactive) 

RD, WR, MREQ, IORQ, M1 

RFSH High level (inactive) 

HALT Low level (active) 


The standby mode is released when a reset or an inter- 
rupt occurs. The standby mode is temporarily sus- 
pended by a bus request, but not released. 


RESET in Standby Mode 


When the RESET signal becomes active (low) the 
standby mode is released and a normal reset is per- 
formed. 


NMI in Standby Mode 


When the NMI signal is asserted (low) the standby mode 
is released and normal nonmaskable interrupt process- 
ing is performed. The interrupt is not performed in the 
bus request state. 


USA 


NEC 


INT in Standby Mode 


When the INT signal is asserted (low) the standby mode 
is released. If the interrupt is enabled, normal interrupt 
processing is performed. If the interrupt is disabled, ex- 
ecution resumes at the instruction following the HALT 
instruction. 





BUSRGQ in Standby Mode 


The BUSROQ signal is detected at the rising edge of each 
clock in the standby mode. If the BUSRQ signal is active 
(low) the .PD70008/A leaves the standby mode, and en- 
ters the bus request state. When BUSRQ is released, the 
standby mode is resumed. The standby mode is not re- 
leased by the BUSRQ signal. 








RESET 


The RESET signal must be asserted (low) for over 3 
clock cycles to be recognized. The following steps are 
the reset initialization process: 


e The program counter (PC) is cleared to OOOOH. 


e The interrupt enable flip-flop (IFF) is reset to 0, disa- 
bling maskable interrupts.The interrupt mode is set 
to 0. 


e The interrupt page address register (I) is cleared to 
OOH. 


e The memory refresh register (R) is cleared to OOH. 


¢ The address bus (A75-Ao) and data bus (D7-Dpo) are . 


set to high impedance. 
¢ All control outputs are set in their inactive state. 
¢ The standby mode is released. 
The following registers are undefined at reset: 


Stack pointer (SP) 
Accumulators (A,A’)} 
Flag registers (FF’) 
General purpose registers 
(B, B’, C, C’, D, D’,E, E’,H, H’,L, L’) 
Index registers (IX,IY) 


When RESET is released the program will begin execu- 
tion from location OOOOH. 


instruction Set 


Each operand should be written in the operand column 
of an instruction according to the description in table 3. 
Capital letters are keywords and should be written as 
they appear. 





























yuPD70008/A 

Table 3. Operand Description 

indentifier Description 

addr 16-bit immediate data or label 

faddr QOH, 08H, 10H, 18H, 20H, 28H, 30H, 38H 
immediate data or label 

word 16-bit immediate data or label 

byte 8-bit immediate data or label 

bit 3-bit immediate data or label (bit specification of 
8-bit register / memory) 

d 8-bit displacement (signed 2’s complement) 

r A, B,C, D, E,H,L 

i A‘, B',C’,D’, E’, HW’, L’ 

p BC, DE, HL, AF 

‘pl BC, DE, HL, SP 

rp2 BC, DE, IX, SP 

1p3 BC, DE, IY, SP 

e Displacement for retative jump (signed 2's 
complement) 


Selection of Register and Condition 
































| rpl 8s, dd 2 PP ps or 
“BC 00 BC 00 BC oO BC 00 
DE Ot DE 0 DE ot DE or 
HL 10 HL 10 IX 10 IY 10 
AF tt spot spt spot 
ne rr bit b faddr t 
BB’ 000 0 000 OOH 000 
cc’ 001 1 001 08H 001 
DD’ 010 2 010 10H 010 
EE’ ott 3 ott 18H on 
HH’ 100 4 100 20H 100 
ce 101 5 101 28H 101 
AA’ 11 6 140 30H tio 
7 111 38H ri 
Fiag Operation 
(Blank): Flag not affected 
0: Flag reset 
1: Flag set 


X: Flag affected according to result of operation 
U: Flag unknown 
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Structure of Instruction Byte for Addressing 
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orl +h Byte 
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‘or Word 
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Fs 
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Instruction Set 
Operation Code No.of No.of Flags 
Mnemonic Operands Operation 7 6 5 4 3 2 10 7 6 5 4 3 2 14 OO Clocks Bytes S$ Z H PIV N C 
8-Bit Transfer Instructions 
LD re tr 0 1 r r’ 4 1 
r, byte t+ byte 0 0 r 1 1 £0 7 2 
r, (HL) r= (HL) 0 1 r 1 1 #0 ve 1 
r, (IX +) r+ (IX + disp) Tt ed ote Oe te 208 4 r 1 1 °=0 19 3 
disp 
r, (IY =d) r+ (IY + disp) 1 1 1 41 1 4 0 1 0 1 r 1 1 #0 19 3 
disp 
(HL), (HL) <r 0 17 1 ~°0 r 7 1 
(IX +d), f (IX + disp) <—r 1 414 0 4 101 0 141 1 «1 «0 r 19 3 
disp 
(IY +d), 1 (IY + disp) <r 1d OTA AAS OA OD a 30 r 19 3 
disp 
(HL), byte (HL) + byte 00110 1 4 0 10 
(IX +d), byte (IX + disp) + byte 1 101414 1 01 0 0 41 1 0 41 1 ~«0 19 4 
disp 
(IY +d), byte (IY + disp) = byte 1414 1 4 474 0 1 0 0 1 4 01 1 «0 19 4 
disp 
A, (BC) A~ (BC) 00 001 0 4 ~«0 7 1 
A, (DE) A = (DE) 0 00 1 1 0 1 #90 7 1 
A, (word) A= (word) 0011 1 0 1 «0 8 3 
(BC), A (BC) A 000 0001 0 7 1 
(DE), A (DE) A 0 0 0 1 0 0 1 #0 7 1 
(word), A (word) <—A 0 01 14 0 0 1 0 8 3 
A, | A=! 1 114 0 1 4 0 1 0 1 0 1 0 41 71 ~41 9 2 x. x O IFF 0 
A,R A=-R Ve A 10r A = Ae 20 OO AS Oat oe at 9 2 x x 0 IFF 0 
LA IA 1141 01 1 0 1 01 0 0 014 14 41 2 
R,A R~+A 1114 01 1 0 1 0 1 0 014 4 «1 «41 9 2 
rpi, word pi <— word 0 0 dd400 0 41 10 3 
IX, word IX <— word Poa Deh eh Ae te BO OP OO ee OF 14 4 
tY, word \¥Y = word 114141 14 41 4 0 1 +0 1 0 0 0 0 1 14 4 
HL, (word) H = (word + 1), 0010 10 1 «0 6 3 
L ~ (word) 
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Instruction Set (cont) 
Operation Code No.of No.of Flags 
Mnemonic Operands Operation 7 6 3.2 «1 «0 0 Clocks Bytes S$ Z H PIV N C 
Sixteen-Bit Transfer Instructions 
LO rp, (word) (ply ~— (word +1), : ae 1 1 0 4 1 20 4 
tpi, +— (word) 
IX, (word) IXy ~— (word +1), 1 1 1 1 0 1 0 20 4 
IX_ <~ (word) 
VY, (word) Yq <= (word + 1), 1 1 1 #1 0 1 0 20 4 
IY, + (word) 
(word), HL (word + 1) «—-H, 0 60 OD? oS eB 16 3 
(word) = Lb 
(word), rp1 (word + 1) <— rpip, 1 1 1K e204 1 20 4 
(word) <— rpt, 
(word), IX (word + 1) «— IXp, ; Eo Bee &A 0 20 4 
(word) <— IX, 
(word), IY (word + 1) <—lYy, 1 1 1 1 0 1 0 20 4 
(word) =— IY, 
SP, HL SP = HL 1 1 1 0 0 1 6 1 
SP, IX SP = IX 1 1 1 1 0 1 1 10 2 
SP, IY sP=—ly 1 1 11 0 1 1 10 2 
PUSH tp (SP - 1) — rp, 1 1 0 1 0 1 "1 1 
(SP — 2} +—rpy, 
SP <— SP - 2 
IX (SP — 1} = IX,, 11 1 1 0 1 1 5 2 
(SP — 2) = IXy, 
SP <— SP - 2 
ly (SP - 1)=-lY,, 1 1 1 1 0 1 1 a) 2 
(SP — 2) —1Yy, 
SP + SP - 2 
POP rp tp. ~— (SP), 1 1 0 0 0 1 10 1 
py ~— (SP +1), 
SP = SP = 2 
IX IX_ <— (SP), 1 1 1 10 1 1 14 2 
IXy «- (SP +1), 
SP ~~ SP +2 
i \Y_ = (SP), 164 1 1 0 1 1 14 2 
Wy +— (SP + 1), 
SP ~— SP +2 
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Instruction Set (cont) 





Mnemonic Operands 





Data Conversion Instructions 





Operation 


DE «> HL 





1 





ASA FP 














BC +* BC’, 

DE «> DE’, HL +> HL’ 
(SP) <> L, 

(SP +1) > H, 
SP — SP +2 





EX DE, HL 
AF, AF’ 

EXX 

EX (SP), HL 
(SP), IX 
(SP), IY 


Biock Transfer Instructions 
DI 


rc 


(SP) IX, 
(SP +1) + IXy, 
SP —~ SP +2 











(SP) = IY, 
(SP +1) 1Yq, 
SP <—SP +2 


(DE) = (HL), 
DE = DE +1, 
HL HL +1, 
BC =< BC -1 











LDIR 


(DE) = (HL), 
DE — DE +1, 
HL + HL +1, 
BC ~— BC - 1, 
End if BC = 0 


0 





—_ 


DD 


(DE) <— (HL), 

DE + DE - 1, 
HL =—HL - 1, 
BC BC -1 














LODR 


Block Search Instructions 
Pl 


Q 


(DE) ~~ (HL), 
DE = DE - 1, 
HL <— HL — 1, 
BC = BC — 1, 
End if BC = 0 


A — (HL), 
HL —HL +1, 
BC — BC - 1 


0 





CPIR 


A - (HL), 

HL —HL +1, 

BC + BC ~ 1, 

End if A = (HL) or BC = 0 





0 





No. of No. of 

0 Clocks Bytes 
1 
1 
1 
19 gt 
1 23 2 
1 23 2 
0 16 V4 
Q 21/16(1) 2 
0 16 2 
0 21/16(1) 2 
1 16 2 
1 21/16(2) 2 
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Instruction Set (cont) 



















































































Operation Code No.of No.of Flags 
Mnemonic Operands Operation 7 6 § #4 3 2 1 0 7 6 &§ 4 3 2 1 +O Clocks Bytes $ 2 H PIV N C 
Block Search instructions (cont) ’ 
CPD A — (HL), t ££ ot O 42° 0 44 OO tk Oo Ot 16 2 xX xX x x 1 
HL + HL — 1, 
BC + BC - 1 
CPDR A — (HL), 1114 0 4 1 0 4 4 0 14 4 4 0 0 1° 21/16(2) 2 Xx xX x x 4 
HL «HL — 1, 
BC = BC - 1, 
End if A = (HL) or BC = 0 
Eight-Bit Arithmetic Operation Instructions 
ADO At A~A+r 1 0 0 0 0 t 4 1 x x x V O x 
A, byte AA +byte 1 1 0 001 1 «0 7 2 x x x VO x 
A, (HL) A~A+(HL) 1 0 0 0 0 1 1 «0 7 1 x x x V O x 
A, (IX +d) A~=-A+(IX + disp) 110% 1 1 01 1 00 00 1 1 6 19 3 x x x VO x 
disp 
A, (IY +d) A~-A+(I¥ + disp) 9D ea Ae Os De OD Se DD 19 3 x x x V O xX 
disp 
ADC Ar A~A+r+CyY 1 0 0 0 1 r 4 1 x x x V Oo x 
A, byte AA +byte + CY 11001 1 1 «0 7 2 x x x VO xX 
A, (HL) A~A+(HL) +CY 1000 1 1 1 «0 7 1 x x x VO x 
A, (IX +d) A~-A+(IX + disp) +CY 1 + 0 1 4 1 0 4 4 0 0 0 41 1 41 ~«0 19 3 xX xX x V O x 
disp 
A, (IY +d) A~—A+(IY + disp) +CY $04. A OP PO a tes dD 19 3 x x x VO x 
disp 
SUB A,r A~A-r 1 00 1 90 r 4 1 xX xX xX V 4+ x 
A, byte A~-A — byte Poo A he th oe 7 2 x xX x V 4 xX 
A, (HL) A~~A -— (HL) 1 00 101 41 «0 7 1 XX we MA x 
A, (IX +d) A~=—A - (IX + disp) 1 10 1 1 4 «0 100 1 0 1 1 «90 19 3 x x x Vo 1 x 
disp 
A, (IY +d) A~A-(IY + disp) 1.9 f° TO Oo 1 te O00 to 0 19 3 x x x V 1 x 
disp 
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Instruction Set (cont) 
Operation Code No.of No.of Flags 
Mnemonic Operands Operation 7 6 5§ 43 2 1 0 7 6 5 4 3 #2 4 +O Cleks Bytes S Z H PIV N C 
Eight-Bit Arithmetic Operation Instructions (cont) 
SBC Ar A~A-r-CY 1 0 0 1 1 r 4 x x x V 1 x 
A, byte A~-A — byte - CY eh COe ae A ye. Se 0. 7 2 x x x V 1 x 
A, (HL) A~-A-— (HL) - CY 100 1 1 1 1 «0 1 x x x Vo Ix 
A, (IX +d) AA -— (IX +disp) - CY Vee Or AE he A 0 0 de 30 19 3 xX x x V 1x 
disp 
A, (IY +d) A~-A — (IY + disp) — CY 114 14 4 14 0 1 41 0 0 4 4 4 41 ~0 19 3 x x x V 1x 
disp 
Eight-Bit Logical Operation Instructions 
AND A,r A~-AANDr 1 0 1 0 0 r 1 x x 1 P O 0 
A, byte A ~— AAND byte 1414 14 0 0 1 41 2 x x 1 P O DO 
A, (HL) A ~~ AAND (HL) 1 0 1 0 0 1 41 1 x x 1 P 0 O 
A, (IX +d) A~AAND (IX + disp) — CY 110 4 1 1 0 1 1 0 71 0 060 1 1 «90 19 3 x x 1 P O 0 
disp 
A, (IY +d) A~AAND(IY + disp) 1 Pot at ACO a Ee a Oe Oe 1 ot 19 3 x x tf P 0 O 
disp 
OR A,r A~-AORr 10 1 1 #0 r 1 x x 0 P QO 20 
A, byte A~+AOR byte 1 A ARSE = Ae 0 2 x x 0 P 0 0 
A, (HL) A~—AOR (HL) 1 01 1 0 1 1 «0 1 x x 0 P 0 0 
A, (IX +d) A~= AOR (IX + disp) $e AO) 4 ths a 19 3 x x 0 P O 0 
disp 
A, (IY +d) A~-AOR(IYJ + disp) Feces Lime: Soamme Vena Fs © i | A A ¢ | 6] 19 3 xe OE OO 
disp 
XOR A,r A~+-AXORr 1 0 1 0 41 r 1 x x 0 P O 0 
A, byte A ~~ AXOR byte 1 1414 0 1 14 ~4 2 x x 0 P O O 
A, (HL) A ~~ AXOR (HL) a eee a es eae 7 1 x & 0 P 8 oO 
A, (IX +d) A-~—AXOR (IX + disp) Ve DO A Or et 0 tt 0 19 3 x x 0 P 0 0 
disp 
A, (IY +d) A~—AXOR (IY + disp) Too a oP ob 0 a OT Oe te OT 0 19 3 x x 0 P 0 0 
disp 
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Instruction Set (cont) 
Operation Code No.of No. of Flags 
Mnemonic Operands Operation 7 6 5 4 3 2 1 0 7 «6 &§ 4&4 3 2 4 %O Clocks Bytes $ 2 H PIV N C 
Eight-Bit Logical Operation Instructions (cont) 
cP A,r A-t 101 1 1 t 4 1 x x x V tt x 
A, byte A — byte 1 4 4 4 4 14 4 7 2 x x x Vo x 
A, (HL) A - (HL) qe 30. Te AS A eA 7 1 x x x V 1 xX 
A, (IX +) A - (IX + disp) 1 Oe i ee OR PS Oo os 0 18 3 KEE AKT ANC OAS OX 
disp 
A, (IY +d) A - (IY +disp) Me AE ES AO i 0s AE 0 19 3 x x x Vd x 
disp 
Eight-Bit Increment / Decrement Instructions 
INC r rert+] 0 0 t 1 0 0 4 1 x x x V O 
(HL) (HL) =— (HL) +1 001141 01 0 0 1 1 x x x VO 
(IX +d) (IX + disp) + (IX + disp) +1 1 1 0 1 1 0 0 141 1 0 4 0 0 23 3 x x x V O 
disp 
(IY +d) (IY + disp) + (IX + disp) +1 Toy Te OB CO et OS 00 23 3 x x x VO 
disp 
DEC r ter — 4 0 0 r 1 0 1 4 1 x xX x V1 
(HL) (HL) «- (HL) - 1 0 0 1 14 014 0 41 1 1 x x x V 4 
(IX +d) (IX + disp) + (IX + disp) - 1 1 1 04 4 141 01 0 0 1 4 0 41 0 1 23 3 x x x V4 
disp 
(IY +d) (IY + disp) <— (IY + disp} - 1 VAP DS OE BO A OO te te OE 0 23 3 x x x V 1d 
disp 
Sixteen-Bit Arithmetic Operation Instructions 
ADD HL, rp1 HL <— HL + rp | ae me mn | | Sa a] 1 U 0 x 
ADC HL, pt HL =— HL +rp1 + CY DUTY Se A OR pe ee De 15 2 x x U 0 x 
SBC HL, rp1 HL = HL — rp1— CY tot OR A TO EO dh oe ee ee 15 2 x x U 1 x 
ADD IX, rp2 IX <— IX + rp2 1.4% °-0 1-11.08 4 OO 0 pp p Tt 8 81 15 2 U Oo x 
VY, rp3 YY —lY +rp3 Tete Dea a 0h AO 0. ar ee 0s Oe eT 5 2 U 0 x 
Sixteen-Bit Increment / Decrement Instructions 
INC rpt rpi=—rp1+1 0 0 s s 0 0 1 1 6 1 
IX IX = IX +1 11 0 141 4 4 0 1 1 1 1 10 2 
WV Y= lV +1 : Ci Cn CO DO De © | 1 0 1 1 10 2 
DEC rpl rpi~—rpt—1 0 @ s s 10 1 =1 6 1 
IX IX <- IX -1 1 9 DP a oe 1 1 1 ee 10 2 
Y Y~lY-1 5 ee ee (ee, ee es GS) | 1 1 is 10 2 
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Instruction Set (cont) 




















































































































Operation Code No.of No. of Flags 
Mnemonic Operands Operation 7 6 5 4 3 2 141 07 6 5 4 38 2 1 O Clocks Bytts $ Z H PIV N C 
Accumulator Operation instructions 
DAA Decimal adjust accumulator 0 0 1 0 0% 1 41 4 1 x x xX P x 
CPL A=A 0o1 0% 14 14 1 4 1 1 1 
NEG A+A+1 Vode 208 1 Ae Oe fe 0k 80 0 020 8 2 x x x Vt x 
CCF cy —CY O70 i AME aA 4 1 U 0 x 
SCF cY~<-1 001 1 0 1 14 41 4 1 0 0 1 
Rotate Instructions 
RLCA 0 00001 1 41 4 1 0 0 x 
RLA 000 10 1 1 41 4 1 0 0 x 
RRCA 00001 1% 41 41 4 1 0 0 x 
RRA ooo 1% 1 14 4 4 1 0 0 x 
RLC r 11 0 1 1 1°00 00 0 r 8 2 x x 0 x 
(HL) 1 10010 4 1 0 00 001 1 «0 15 x xX x 
(IX +4) 11014 14 414 04 1 4 0 0 1 014 41 23 x xX x 
disp 000 00 1 1 «0 
(IY +d) (HL), (IX+disp), (¥+disp) 1 4 #14 #4 #4 4 0 141 1 4 0 0 1 0 141 41 23 4 x x 0 P QO x 
disp 000 0 01 1 ~0 
RL r 14 0 1 1 100 01 0 r 8 2 x xX x 
(HL) 110 0 1 0 74 1 0 0 0 1 0 1 1 «0 15 2 x x x 
(IX +d) 1 1014 4 4 04 41 4 041 4 0714 4 23 4 x x 0 x 
disp 0 0 010 1 1 «0 
(IY +4) (HL), (X+disp), (IY +disp) 1 17 1 147 14 474 0 4 14 14 00 1 01 41 23 4 x x 0 P O x 
disp 0001 0 1 1 «0 
RRC r 1 10010 1 4 0000 1 r 8 2 x x 0 P O x 
(HL) 1 1001 01 4 0 0 00 1 4 1 «0 15 2 x x x 
(IX +4) 11017 1 4 0 4 1 4 00 1 01 41 23 4 x x x 
disp 000 01 1 1 =0 
(IV +) (HL), (IX+disp),(IY+disp) 1 4 14 14 14 7 0 41 4 1 0 0 1 0 1 1 23 4 x x 0 P O x 
disp 000 0% 1 1 0 
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Operation Code No.of ‘No. of Flags 
Mnemonic Operands Operation 7 3 7 6 &§ 4 3 2 14 #@ Clocks Bytes $ Z H PIV N C 
Rotate instructions (cont) 
RR r 1 if Uo Bo SPs of r 8 2 x x 0 x 
(HL) 1 1 0 0 0 1 41 4 «7 «90 5 2 x. % 00 x 
(IX +d) 1 1 1 tf 8 82 £ @ 1-1 23 4 x -¥ 8 F x 
disp Oe PT Fae a’ 
(IY +d) r, (HL), (1X + disp), (IY + disp) 1 1 100 t+ 0 141 4 23 4 x x 0 P.O x 
disp OG. Bot Fa OA 
RLD 1 0 14 Oe Oe. A Si at 18 2 x -*x 0 P O 
RRD 1 0 Po a stb oO t-te 18 2 x x 0 P Q 
Shift Instructions 
SLA r 1 1 0 0 1 0 0 r 8 x xX Xx 
(HL) 1 1 0 01 0 0 14 1 =90 15 : ae. x 
(IX +d) 1 1 1 1 0 0 1 01 41 23 xX Xx x 
disp 0 0 1 0 0 1 1 #90 
(IY +d) r, (HL), (IX + disp), (IY + disp) 1 yO OO | es | es | (a 23 4 er x 2 PF oO x 
disp 0° 0-4) -O 00-4 4 8 
SRA r { 1 0 0 14 0 1 r 8 2 x x x 
(HL) 1 1 0 0 10 1 4 #4 =90 5 2 x Xx x 
(IX +d) 1 ser ee | a) a | CO | 23 4 x Xx Xx 
disp 0 0 1 0 1 4 141 +0 
(IY +d) r, (HL), (IX + disp), (IY + disp) 1 { 1 1 0 0 1 014 41 23 4 x x OF PRP 6. x 
disp 0 0 7 0 1 474 4 ~=90 
SRL r 1 0 0 1 1 1 r 8 2 x xX P Q x 
(HL) 1 1 0 0 1 +t 41 4 +t «0 5 2 x Xx Qo x 
(IX +d) 1 1 y ee ee © Sa «ce Oe | Ge 23 xX xX x 
disp 0 0 4 14 4 4 «4 «90 
(IY +d) r, (HL), (IX + disp), (IY + disp) 1 1 1%. 0 A 8 te 4 23 4 x x 0 P O xX 
disp (Za | Oo aa (a 
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Operation Code No. of No. of Flags 
Mnemonic Operands Operation 7 6 5 4 3 2 141 0 7 6 4 2 1 O Clocks Bytss $ Z H PIV N C 
Bit Operation Instructions 
BIT bit, r Z7~ip 1 1 0 101 1 0 1 b r 8 2 x 4 0 
bit, (HL) Z— (Hp 1 1 0 1 0110 41 b 1 1 40 12 2 x 1 0 
bit, (IX +d) Z~— (KX +disp)p 1 1 0 1 1 014 1 41 0 011 20 4 x 4 0 
disp Oe b 1 1 #0 
bit, (IY +d) 2 = (IY + disp)p 4 ADA A 2 a 0 01 14 20 4 Ux 14 U QO 
disp 0 1 b 1 1 40 
SET bit, r Ip w-1 1 1 1 111 1 b r 8 
bit, (HL) (HL)p <1 1 1 1 Po ot b 1 1 0 5 
bit (IX +d) (IX + disp), <1 td 1 o 411 0 01411 23 
disp 14 b 1 1 0 
bit (IY +d) (1Y + disp)p 1 Ve ty A ote A Oe aA 0 014 23 4 
disp 1 4 b Lt 8 
RES bit, r Tp 0 1 1 1014 1 1 «0 b r 8 
bit, (HL) (HL)p <0 ao 10141 1 1 «0 b 1 1°40 15 
bit (IX +d) (IX + disp) +0 1 1 140% 1 4 0 0 1 14 23 
disp 1 0 b 1 $1 0 
bit (IY +d) (IY +disp)) +0 Ve tee AS oe Sats 0 St 0 0 1 1 23 4 
disp 1 0 b 1 20 
Jump Instructions 
JP addr PC ~~ addr 1 1 00001 41 10 3 
NZ, addr IfZ = 0, PC + addr 1 10060 00 1 0 10 3 
Z, addr IfZ = 1, PC — addr 1 1 00101 0 10 3 
NC, addr if = 0, PC — addr 11 0° 400 0 0 10 3 
JP C, addr IfC = 1, PC + addr 1 101 1 0 1 «0 10 3 
PO, addr IfP = 0, PC = addr 1 41 1 00 0 41 0 10 3 
PE, addr {fP = 1, PC + addr 1 1 1 0 1 0 1 «0 10 3 
P, addr IfS = 0, PC — addr 1 Sa Ae 200 20 AL 0. 10 3 
M, addr ifS = 1, PC =~ addr 14114 14 1 0 1 «0 10 3 


} 
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Instruction Set (cont) 
Operation Code No. of No. of Flags 
Mnemonic Operands Operation 7 6 5 4 3 2414 0 7 6 5 4 3 2 4 OO Clocks Byts $ 2 H PIV N C 
Jump instructions (cont) 
JR e PC <-PC +e 0oo90 114 0 0 90 12 2 
NZ, e IfZ = 0,PC PC +e 0 0 t 0 0 0 0 0 12/7(3) 2 
Z,e IfZ =1,PC + PC +e 00 1 0 1 0 0 0 12/7(3) 2 
NC, e * fC =0,PC~+ PC +e 001 1 0 0 0 0 12/7(3) 2 
Ce fC =1,PC «PC +e 0 0 1 1 4 0 0 0 12/7(3) 2 
JP (HL) PC <— HL 111 0 1 0 0 1 4- 1 
(IX) PC <— IX 1 10 14 4 14 0 4 74 1 1 1 0 0 1 #8 ~ 2 
(IY) PC <—-lY 1 1414 41 1 4 0 4 4 «4 «4 0 1 0 0 4 #8 £2 
DUNZ e B=B-1; o0 0 1 0 0 0 0 8/13(4) 2 
ifB #0, PC ~-PC +e 
Call Instructions 
CALL addr (SP — 1) = PCy, 1100 1 4 0 1 7 3 
(SP - 2} = PC;, 
SP + SP - 2, 
PC + addr 
NZ, addr \f conditions met, (SP — 1) = 1 1 0 0 0 1 0 0 17 /10(5) 3 
PCH, 
(SP — 2) <— PC,, SP <— SP - 2, 
PC ~— addr 
Z, addr If conditions met, (SP - 1) — 1 1 0 0 1 1 0 #0 17 /10{5) 3 
PCH. 
(SP — 2) = PC,, SP + SP - 2, 
PC <— addr 
NC, addr If conditions met, (SP — 1) <— 1 10 1 0 1 0 0 17 /10(5) 3 
PCH, 
(SP — 2) + PC,, SP = SP —- 2, 
PC + addr 
C, addr If conditions met, (SP — 1) <— 1 10 14 1 4 0 «0 17 /10(5) 3 
PCH, 
(SP — 2) <— PCL, SP <— SP - 2, 
PC =— addr 
PO, addr If conditions met, (SP — 1) <— 1 41 1 0 0 1 0 40 17/10(5) 3 
PCy, 
(SP — 2) + PC,, SP <— SP — 2, 
PC = addr 
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Instruction Set (cont) 




































































Operation Code No. of No. of Flags 
Mnemonic Operands Operation 7 6 § 4 3 2 1 0 7 6 & 4 3 2 4 © Chlcks Bytes S$ Z H PIV N C 
Call Instructions (cont) 
CALL PE, addr It conditions met, (SP — 1) <— 1 1 14 0 1 141 0 0 17 / 10(5) 3 
PCH, 
(SP — 2) <— PC,, SP =- SP - 2, 
PC ~— addr 
P, addr If conditions met, (SP ~ 1) <— Vet Be Ae CO as OF 20: 17 /10(5) 3 
PCH, 
(SP — 2) + PC, SP = SP — 2, 
PC «- addr 
M, addr If conditions met, (SP — 1) «— BP OE ee! ee Sg 17 /10{5) 3 
PCy, 
(SP — 2) <— PC,, SP < SP - 2, 
PC =< addr 
RST faddr (SP — 1) ~~ PCy, (SP — 2) <— 1 1 t 1 1 41 tt 1 
PC,, SP <— SP = 2, PCy +0, 
PC, - faddr 
Return Instructions 
RET PC, <— (SP), PCy <— (SP +1), Pea 20. OP AS Qs 0-4 10 1 
SP = SP +2 
NZ If conditions met, PC, + (SP), 1 10 00 0 0 0 11/5(6) 1 
PCy =~ (SP +1), SP — SP +2 
Zz If conditions met, PC; ~~ (SP), 1 10 0 1 0 0 0 11/5(6) 1 
PCy <— (SP +1), SP — SP +2 
NC If conditions met, PC, «— (SP), 1 1 0 1 0 0 0 0 11/5(6) 1 
PCy = (SP +1), SP+—SP +2 
C If conditions met, PC, <— (SP), 1 1 0 14 1 0 0 0 11/5(6) 1 
PCy ~— (SP + 1), SP <- SP +2 
PO If conditions met, PC, <— (SP), 1 414 1 0 0 0 0 0 11/5(6) 1 
PCy <— (SP +1), SP <~ SP +2 
PE If conditions met, PC, <— (SP), 1 1 141 0 1 0 0 0 11/5(6) 1 
PCy ~— (SP +1), SP ~—SP +2 
P \f conditions met, PC, + (SP), 1 1 1 1 0 0 0 0 11/5(6) 1 
PCy = (SP + 1), SP = SP +2 
M Hf conditions met, PC, = (SP), 1 1 14 14 4 0 0 0 11/5(6) 1 
PCy «+ (SP + 1), SP + SP +2 
RETI Return from interrupt 1 1 4 0 4 7 0 4 0 1 0 0 41 4 «0 1 4 2 
RETN Return from interrupt, 1 + 2 OO T $B 1 8th Oh OF OF 14 2 
nonmaskable 
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Instruction Set (cont) 


IN 


Operands 
Return Instructions (cont) 


A, byte 


f, (C) 


Operation 


A =— (byte), 

A7-Ag <— byte, 
Ay5-Ag <— byte 
r=—(C), A7-Ag = C, 
Ais-Ag <— B 


Operation Code 


1 





0 


7 


4 


1 


No. of 
Clocks 


1 


No. of 
Bytes 


Flags 





s 


H PIV N 


c 











(HL) + (C), B+-B — 1, 
HL <— HL +14, A7-Ag + C, 
Ais-Ag =— B 





IND 


(HL) <- (C),B=+B-1, 
HL =— HL — 1, A7-Ap <-C, 
Ays-Ag ~— B 








INIR 


INDR 


(HL) = (C), B=-B-1, 
HL HL +1, Az-Ag = C, 
Ays-Ag — B, EndifB = 0 


0 


21/16(7) 





(HL) = (C), 8B =—B — 1, 
HL =—HL — 1, Ay-Ag + C, 
Ars-Ag = B, EndifB = 0 





OUT 


byte, A 


(byte) <— A, A7-Ap ~— byte, 
Ais~Ag ~~ B 





(C),r 





(C) 1, A7-Ag = C, 
Ays~Ag =— B 


0 





21/16(7) 











OUTI 


OUTD 


(C) (HL), B=-B-1, 
HL = HL +1, A7-Ag <— C, 
Ais-Ag = B 





{C) (HL), B~-B -1, 
HL = HL — 1, A7-Ap + C, 
Ay5-Ag ~— B 





OUTIR 


OUTDR 


(C) <- (HL), B=-B-1, 
HL HL +1, Ay-Ag =—C, 
Ais~Ag <— B, End if B = 0 


(C) (HL), 8--B-1, 
HL =—HL — 1, A7~Ag = C, 
Ays-Ag «— B, EndifB = 0 





16 





1 


21/16(7) 
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Instruction Set (cont) 
































Operation Code No.of No. of Flags 
Mnemonic Operands Operation 7 6 5 4 3 2 1 0 7 6 § 4 3 2 4 =O Clocks Bytes $ 2 H PIV N C 
CPU Control Instructions 
NOP No operation 6 oO 0 0 8® 0 0 98 4 1 
HALT Halt 0 1 171 4 0 4 1 =0 4 1 
0! Disable interrupts 1 1 1 1 0 0 1 41 4 1 
(IFF «— 0) 
El Enable interrupts \ i ee Ss ae ee I 4 1 
(IFF =— 1) 
IM 0 Set interrupt mode 0 1 14 1 0 1 4 0 1 0 %4 0 0 0 1 41 
1 Set interrupt mode 4 1 A A OE Be Bd oa Pad 
2 Set interrupt mode 2 1 9 Sb RS SA Oe Sa a 





Note: 
(1) 21if BC #0, 16 if BC = 0 


(2) 21if BC #0 and A # (HL), 16 !f BC = OorA = (HL) 
(3) 12 if condition is met, 7 if not 

(4) 8ifB = 0, 13if B40 

(5) 17 if condition is met, 10 if not 

(6) 11if condition is met, 5 if not 

(7) 21ifB = 0, 16if B¥0 
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